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CONTACT DETAILS



Expert Specialists in 
Technology and Innovation



GLASS
BALUSTRADES

In a time  of  an ever-increasing  need to  comply  with  the South  African  National  Standards,  Steel 

Studio  has the recipe  to  produce  a range  of  compliant  balustrades  with  aesthetically  pleasing 

leading  edge design.

Since our inception, our balustrades have put the finishing touches to some of the most prestigious buildings 

in South Africa.

All  of  our  Standard  Glass  Balustrade  systems  are tested  to  comply  with:

SABS 0104 Edition 2 1991 ï Handrailing and Balustrading (safety aspects) 

SANS 10400-A: 2011 Edition 3 ï NBR ï General Principals and Requirements 

SANS 10400-B: 2012 Edition 3 ï NBR ï Structural design

SANS 10400-D: 2011 Edition 3 ï NBR ï Public safety 

SANS 10400-M: 2011 Edition 3 ï NBR ï Stairways 

SANS 10400-N: 2010 Edition 3 ï NBR ï Glazing

SANS 10400-S: 2011 Edition 3 ï NBR ï Facilities for persons with disabilities 

SANS 10400-T: 2011 Edition 3 ï NBR ï Fire protection

SANS 10160-2: 2011 Edition 1.1 ï Self-weight and imposed loads 

SANS 10160-3: 2011 Edition 1.1 ï Wind actions

SANS 10137: 2011 Edition 4 ï The installation of glazing in buildings

SANS 1263-1:2006 Edition 3.1 ï Park 1: Safety performance of glazing materials under human impact
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GLASS
BALUSTRADES

RECTANGULAR POSTROUND POST SQUARE POST

RECTANGULAR POSTROUND POST SQUARE POST

Engineering calculations show that all balustrades that are framed two sides (uprights and glass clamps) requires a minimum of 10mm 

and possibly up to 20mm thick toughened safety glass dependent on occupancy classification.

In line with structural engineers calculations and SANS 10160 loading requirements, all balustrades will be designed to comply with the 

relevant occupation categories as outlined in SANS 10160 eg. 1kN/m, 1.5kN/m and 3kN/m etc.

All custom balustrade systems are designed and tested in consultation with a professional structural engineer and in accordance with 

SANS deemed to satisfy requirements.

All glass balustrades must withstand a 400 Joule soft body impact test.

min 50dia x 2mm min 40 x 40 x 2mm min 50 x 30 x 2mm

Engineering calculations show that all balustrades that are framed two sides (uprights and glass clamps) requires a minimum of 10mm 

and possibly up to 20mm thick toughened safety glass dependent on occupancy classification.

In line with structural engineers calculations and SANS 10160 loading requirements, all balustrades will be designed to comply with the 

relevant occupation categories as outlined in SANS 10160 eg. 0.5kN/m, 1kN/m and 1.5kN/m.

All custom balustrade systems are designed and tested in consultation with a professional structural engineer and in accordance with 

SANS deemed to satisfy requirements.

All glass balustrades must withstand a 400 Joule soft body impact test.

STEEL POST AND GLASS BALUSTRADE OPTIONS (COMMERCIAL)

STEEL POST AND GLASS BALUSTRADE OPTIONS (RESIDENTIAL)



FRAMELESS GLASS HANDRAIL  OPTIONS

ROUND HANDRAIL ON 
OFFSET BRACKET

SQUARE RECESSED 
HANDRAIL

ROUND RECESSED 
HANDRAIL

RECTANGULAR 
HANDRAIL ON OFFSET 

BRACKET

Engineering calculations show that all balustrades that are frameless requires a minimum of 12mm and possibly up to 20mm 

thick toughened safety glass dependent on occupancy classification.

A Handrail is compulsory in the event that frameless glass is not fixed in a permanent concrete or steel channel.

In line with structural engineers calculations and SANS 10160 loading requirements, all balustrades will be designed to comply with 

the relevant occupation categories as outlined in SANS 10160 eg. 1kN/m, 1.5kN/m and 3kN/m etc.

All custom balustrade systems are designed and tested in consultation with a professional structural engineer and in accordance 

with SANS deemed to satisfy requirements.

All glass balustrades must withstand a 400 Joule soft body impact test.

SIDE MOUNTED
MOUNTED ON 

SPIGOTS
HOUSED IN STEEL 

CHANNEL

HOUSED IN CHANNEL 
BY OTHERS

Stainless steel products are available in Grades 304 and 316. Grade 316 is recommended for use in highly 

corrosive environments. 

Finishes include a 180-grit brushed finish or a marine-grade polished finish. Your sales representative can assist in 

selecting the most suitable grade and finish for your application.

50dia cast adjustable 
component

cast adjustable bracket cast adjustable bracket
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FRAMELESS GLASS FIXING OPTIONS
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Robust Engineering with 
Superior Designs



STEEL
BALUSTRADES

In a time  of  an ever-increasing  need to  comply  with  the South  African  National  Standards,  Steel 

Studio  has the recipe  to  produce  a range  of  compliant  balustrades  with  aesthetically  pleasing 

leading  edge design.

Since our inception, our balustrades have put the finishing touches to some of the most prestigious buildings in 

South Africa.

All  of  our  Standard  Steel  Balustrade  systems  are tested  to  comply  with:

SABS 0104 Edition 2 1991 ï Handrailing and Balustrading (safety aspects) 

SANS 10400-A: 2011 Edition 3 ï NBR ï General Principals and Requirements 

SANS 10400-B: 2012 Edition 3 ï NBR ï Structural design

SANS 10400-D: 2011 Edition 3 ï NBR ï Public safety 

SANS 10400-M: 2011 Edition 3 ï NBR ï Stairways 

SANS 10400-S: 2011 Edition 3 ï NBR ï Facilities for persons with disabilities 

SANS 10400-T: 2011 Edition 3 ï NBR ï Fire protection

SANS 10160-2: 2011 Edition 1.1 ï Self-weight and imposed loads 

SANS 10160-3: 2011 Edition 1.1 ï Wind actions
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STEEL
BALUSTRADES

RECTANGULAR POSTROUND POST SQUARE POST

min 50dia x 2mm min 40 x 40 x 2mm min 50 x 30 x 2mm

In line with structural engineers calculations and SANS 10160 loading requirements, all balustrades will be designed to comply with the 

relevant occupation categories as outlined in SANS 10160 eg. 0.5kN/m, 1kN/m and 1.5kN/m etc.

All custom balustrade systems are designed and tested in consultation with a professional structural engineer and in accordance with 

SANS deemed to satisfy requirements.

max 100mm air gap

RECTANGULAR POSTROUND POST SQUARE POST

In line with structural engineers calculations and SANS 10160 loading requirements, all balustrades will be designed to comply with the 

relevant occupation categories as outlined in SANS 10160 eg. 1kN/m, 1.5kN/m and 3kN/m etc.

All custom balustrade systems are designed and tested in consultation with a professional structural engineer and in accordance with 

SANS deemed to satisfy requirements.

STEEL BALUSTRADE  OPTIONS (COMMERCIAL)

STEEL BALUSTRADE  OPTIONS (RESIDENTIAL)



Your only SANS compliant 
solution

Stainless steel products are available in Grades 304 and 316. Grade 316 is recommended for use in highly corrosive 

environments.

Finishes include a 180-grit brushed finish or a marine-grade polished finish. Your sales representative can assist in 

selecting the most suitable grade and finish for your application.

Mild steel products are available in a factory-primed finish for final painting by a specialist paint contractor, a hot-dip 

galvanized finish, or powder coated to your specified colour.
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Systems Designed with your 
Safety in Mind



CUSTOM
STAIRCASES

Steel  Studio  manufactures  and installs  a superior  range  of  custom  designed  spiral,  helical  and 

straight  staircase  designs.

Steel Studioôs quality in manufacturing and installation is guaranteed as we have selected specific 

professional teams in the company for this purpose. All materials used are of high quality as is used in the 

manufacturing of our balustrades systems. Our staircases are not only functional but also a labour of fine 

workmanship and design.

In line with structural engineers calculations and the relevant SANS loading requirements, all staircases will be 

designed to comply with the relevant occupation categories as outlined in SANS 10160.

All custom staircases are designed and tested in consultation with a professional structural engineer and in 

accordance with SANS deemed to satisfy requirements.

Staircase structures are manufactured in stainless steel and mild steel material options.
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Your SANS compliant 
solution



POOL
ENCLOSURES

Although  swimming  pools  are the focus  of  family  fun  and recreation,  it  is  your  responsibility  to 

provide protection to avoid drowning fatalities. The first step in securing your pool  area is by 

installing  a pool  enclosure  to  keep out  curious  and highly mobile  toddlers.

Our pool enclosures are custom built to your projects unique specifications. Weôre constantly looking to 

break new ground and change the way people look at pool enclosures.
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HINGES AND LOCKS

SELF CLOSING HINGE LOCKABLE LATCH

All Hinges and Locks are imported products.
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